
4.System Referential Time

3.SMPTE Frame

2.SMPTE Record

1.SMPTE Trigger

7.Lock Program

6.First Trigger Time Review

5.Format Card

6.Setup Mode
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Enable or DisablePress NEXT button, and then Up/Down button

Enable/DisablePress NEXT button, and then Up/Down button

24,25,30 frame mode selectionPress NEXT button, and then Up/Down button

Internal/External selectionPress NEXT button, and then Up/Down button

Format or NotPress NEXT button, and then Up/Down button

First Trigger Time is 00:00:00:00Press ENTRY button to review the First Trigger Time

Lock/UnlockPress ENTRY button to access Lock/Unlock Program mode

Press ENTRY button to set the SMPTE Trigger Time 
for Internal sequence and External sequences

I01 00:00:00:00

00:00:00:00

I02 00:00:00:00

00:00:00:00

E04 00:00:00:00

00:00:00:00

Press Up/Down button to select I01~E04, NEXT button to move the cursor and then press 
Up/Down to set the Trigger Time.

(Press ENTRY button to confirm)

(Press ENTRY button to confirm)

(Press ENTRY button to confirm)

(Press ENTRY button to confirm)

1.Manual Mode

2.Autostart Mode

3.DMX Monitor Mode

4.DMX Trigger Mode

5.Program Mode
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Internal ExternalStart time Off time

Setup Menu Configuration

Time adjust when Sync SMPTE signal received
(SMPTE pulse at 00:00:30:00)

SMPTE Trigger mode enables in your unit. Preset SMPTE Trigger 
Time is available to be temporarily reset up upon need.

I01 00:02:00:00

00:05:00:00

Start time adjustmentI01 00:00:45:00

00:05:00:00

I01 00:02:00:00

00:07:00:00

Off time adjustment

Preset Trigger Time

Supposed the desired Show has being triggered upon the 
Preset Time, user allows to set start time between existing
SMPTE pulse and original Off time.

Supposed the desired Show has being triggered upon 
the Preset Time, user allows to set off time between the 
original Preset start time and current SMPTE pulse time.
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